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LED Utility Wrap

A WARNING

Ensure the power is off before starting the installation. To
ensure personal and structural safety, any maintenance should
be performed by a person familiar with the construction

and operation of the product and hazards involved.

«+ Allwork should be performed by a qualified electrician.

« The ceiling should have enough strength for installing the
fixture. It must support more than the weight of the fixture.

« To prevent wiring damage or abrasion, do not expose
wiring to edge of sheet metal or sharp objects.

- Do not alter, relocate, or remove wiring, lampholders,
power supply, or any other electrical components.

Installation

1. Take out LED fixture, make sure it is intact,
and remove the diffuser for installation.

2. Attach the housing to the ceiling with 4 screws.

3. Connect power to the driver. Follow the wiring
diagram and make sure the power supply is
disconnected before connecting.

4, Install diffuser back to the fixture.
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A ADVERTENCIA

. Asegurese de que la alimentacion esté apagada antes

de comenzar la instalacion. Para garantizar la seguridad
personal y estructural, cualquier persona familiarizada con
la construccion y el funcionamiento del producto y los
riesgos involucrados deben realizar el mantenimiento.

- Todo el trabajo debe ser realizado por un electricista calificado.
- Eltecho debe tener suficiente resistencia para instalar el

accesorio. Debe soportar mas que el peso del accesorio.

+ Para evitar danos en el cableado o la abrasion, no lo exponga

al borde de una lamina metalica ni a objetos afilados.

« No altere, reubique ni retire el cableado, los portalamparas, la

fuente de alimentacion ni ningln otro componente eléctrico.

Instalacion

1.

Saque el LED fixture y asegurese de que esté
intacto y retire el difusor para la instalacién.

2. Fijela carcasa al techo con 4 tornillos.
3. Conecte la alimentacion al controlador. Siga el

diagrama de cableado y asegurese de que la fuente de
alimentacion esté desconectada antes de conectar.

Instale el difusor de nuevo en el accesorio.

Figure 2

Ceiling or wall

Figure 4

Ceiling or wall

33906A
LED WRAP 29W/4K/4FT



